
PRODUCT
DATASHEET

product
SPECIFICATIONS
Frequency

Protocol

Integrated Circuit

EPC size / TID size

User Memory

Operating Temperature

Data Retention

Endurance

Inlay Material

UHF (860-960 MHz)

UHF EPC Class 1 Gen 2

IMPINJ MONZA R6

96 bit / 96 bit

0 bytes

-40°C/85°C (-40°F/185°F)

50 years

100.000 cycles

PET 38µ / AL 10µ

antenna
DIMENSIONS
A x B

E

F

G

J

Antenna size

Pitch

Gap

Web width

Core size

70 x 50 mm (2.76 x 1.97 in)

56.43 mm (2.22 in)

6.43 mm (0.25 in)

80 mm (3.15 in)

76 mm (3.00 in)

delivery
CONDITIONS
Packaging

Roll outer diameter

Unwinding mode

Antenna direction

Orientation

Roll

min. 150/max. 500 mm

(min. 5.9/max. 19.7 in)

Antenna outside of roll

head

horizontal

inlay
DESIGN

A

B

roll
DIMENSIONS

J

E

F

G

optional
SERVICES

inlay
STACKUP

RFID control

CLEPSIDRA
applications

CLEPSIDRA is a very high performance tag. Its particular shape makes 
it suitable for special applications like fresh meat, glass, running, 

jeans, book, people identification and badge for access control 
without losing power even when directly in contact with difficult 

materials or with the skin. Reading distance is also very good and it 
can be used in each situation where it is possible to use such a big tag. 

DRY INLAY

PET Substrate
Antenna
IC

R&D / Product Plant
Address: Via Resistenza, 7/4 - 41011 Campogalliano (MO) - Italy
Phone: + 39 059 851001

Headquarter
Address: Via Galliera, 219 - 40050 Funo di Argelato (BO) - Italy
Phone: + 39 051 862369
Email: info@easyrfid.it

www.easyrfid.it

retail item identification ticket fashion


